
Technical data - EMA series

EMA Series Evaporators

Model
Capacity Fans Air flow Pitch Surface Volume Power Current Defrost In/Out Length Width Height

kW mm m3/h mm m2 ltr W A W mm mm mm mm

EMA-H21-NQ 1.24 250 x1 765 3.5 3.7 0.8 86 0.62 520 12 / 12 605 476 225

EMA-H21-RQ 1.42 250 x1 765 3.5 4.6 1.2 86 0.62 520 12 / 12 605 476 225

EMA-H22-NQ 2.54 250 x2 1530 3.5 7.2 1.5 172 1.24 1000 12 / 12 970 476 225

EMA-H22-RQ 2.73 250 x2 1530 3.5 9.0 1.9 172 1.24 1000 12 / 12 970 476 225

EMA-H23-NQ 3.73 250 x3 2295 3.5 10.6 2.2 258 1.86 1320 12 / 15 1335 476 225

EMA-H23-RQ 4.18 250 x3 2295 3.5 13.2 2.7 258 1.86 1320 12 / 15 1335 476 225

EMA-H24-NQ 4.99 250 x4 3060 3.5 14.0 2.9 344 2.48 2200 12 / 15 1695 476 225

EMA-H24-RQ 5.62 250 x4 3060 3.5 17.5 3.5 344 2.48 2200 12 / 15 1695 476 225

EMA-S21-RQ 1.07 250 x1 815 5.5 3.4 1 86 0.62 520 12 / 12 605 476 225

EMA-S22-NQ 1.84 250 x2 1630 5.5 5.2 1.5 172 1.24 1000 12 / 12 970 476 225

EMA-S22-RQ 2.24 250 x2 1630 5.5 6.5 1.9 172 1.24 1000 12 / 12 970 476 225

EMA-S23-NQ 2.81 250 x3 2445 5.5 7.7 2.2 258 1.86 1320 12 / 15 1335 476 225

EMA-S23-RQ 3.25 250 x3 2445 5.5 9.6 2.7 258 1.86 1320 12 / 15 1335 476 225

EMA-S24-NQ 3.74 250 x4 3260 5.5 10.2 2.9 344 2.48 2200 12 / 15 1695 476 225

EMA-S24-RQ 4.28 250 x4 3260 5.5 12.7 3.5 344 2.48 2200 12 / 15 1695 476 225

EMA-L21-RQ 0.88 250 x1 815 10 2.3 1.2 86 0.62 910 12 / 12 605 476 225

EMA-L22-NQ 1.51 250 x2 1630 10 3.3 1.7 172 1.24 1750 12 / 15 970 476 225

EMA-L22-RQ 1.99 250 x2 1630 10 4.4 2.2 172 1.24 1750 12 / 15 970 476 225

EMA-L23-NQ 2.37 250 x3 2445 10 4.9 2.4 258 1.86 2640 12 / 18 1335 476 225

EMA-L23-RQ 2.90 250 x3 2445 10 6.6 3.2 258 1.86 2640 12 / 18 1335 476 225

EMA-L24-RQ 3.60 250 x4 3260 10 8.7 4.1 344 2.48 3300 12 / 18 1695 476 225

Rating Conditions

Inlet Relative Humidity 85%

Refrigerant R-404A

Ambient temperature 0 °C

Evaporating temperature -8 °C

Condensing temperature 40 °C

Model Use Conditions

H 2 °C

S -18 °C

L -40 °C



Technical data - EMC series

EMC Series Evaporators

Model
Capacity Fans Air flow Pitch Surface Volume Power Current Defrost In/Out Length Width Height

kW mm m3/h mm m2 ltr W A W mm mm mm mm

EMC-S31-NQ 1.74 300 x1 1415 5.5 7.2 1.9 110 0.75 1430 12 / 12 720 420 470

EMC-S31-RQ 2.19 300 x1 1415 5.5 7.4 2.3 110 0.75 1430 12 / 15 720 420 470

EMC-S32-NQ 3.87 300 x2 2830 5.5 14.4 3.3 220 1.50 2100 12 / 18 1440 420 470

EMC-S32-RQ 4.40 300 x2 2830 5.5 14.6 3.9 220 1.50 2100 12 / 18 1440 420 470

EMC-S33-RQ 7.01 300 x3 4245 5.5 22.2 6.5 330 2.25 3200 18 / 28 2160 420 470

EMC-S34-RQ 9.73 300 x4 5660 5.5 29.6 8.5 440 3.00 4200 18 / 28 2880 420 470

EMC-S35-RQ 11.01 300 x5 7075 5.5 35.0 9.1 550 3.75 5250 18 / 28 3600 420 470

EMC-S36-NQ 12.79 300 x6 8490 5.5 41.6 9.6 660 4.50 6600 18 / 28 4320 420 470

EMC-S36-RQ 14.18 300 x6 8490 5.5 42.0 10.8 660 4.50 6600 18 / 28 4320 420 470

EMC-I31-NQ 1.75 300 x1 1445 7.5 5.4 1.7 110 0.75 1430 12 / 15 720 420 470

EMC-I32-NQ 3.80 300 x2 2890 7.5 11.1 3.9 220 1.50 2100 12 / 18 1440 420 470

EMC-I33-NQ 6.21 300 x3 4335 7.5 16.6 5.8 330 2.25 3200 18 / 28 2160 420 470

EMC-I34-RQ 8.46 300 x4 5780 7.5 22.5 8.5 440 3.00 4200 18 / 28 2880 420 470

EMC-I35-RQ 10.42 300 x5 7225 7.5 26.8 10.1 550 3.75 5250 18 / 28 3600 420 470

EMC-I36-NQ 12.54 300 x6 8670 7.5 31.8 10.8 660 4.50 6600 18 / 28 4320 420 470

EMC-L31-NQ 1.61 300 x1 1485 10 4.2 1.7 110 0.75 1430 12 / 18 720 420 470

EMC-L32-NQ 3.20 300 x2 2970 10 8.3 3.1 220 1.50 2100 12 / 18 1440 420 470

EMC-L32-RQ 3.72 300 x2 2970 10 8.8 4.4 220 1.50 2100 15 / 22 1440 420 470

EMC-L33-RQ 5.46 300 x3 4455 10 13.0 5.8 330 2.25 3200 18 / 28 2160 420 470

EMC-L34-RQ 7.41 300 x4 5940 10 17.6 8.5 440 3.00 4200 18 / 28 2880 420 470

EMC-L35-RQ 9.08 300 x5 7425 10 21.0 10.1 550 3.75 5250 18 / 28 3600 420 470

EMC-L36-NQ 9.84 300 x6 8910 10 24.1 9 660 4.50 6600 18 / 28 4320 420 470

EMC-L36-RQ 11.46 300 x6 8910 10 25.2 12.1 660 4.50 6600 22 / 35 4320 420 470

Rating Conditions

Inlet Relative Humidity 85%

Refrigerant R-404A

Ambient temperature 0 °C

Evaporating temperature -8 °C

Condensing temperature 40 °C

Technical data - EMT series

EMT Series Evaporators

Model
Capacity Fans Air flow Pitch Surface Volume Power Current Defrost In/Out Length Width Height

kW mm m3/h mm m2 ltr W A W mm mm mm mm

EMT-S31-NQ 2.38 300 x1 1480 5.5 8.9 2.8 110 0.75 1300 12 / 15 750 770 320

EMT-S32-NQ 3.46 300 x2 2960 5.5 17.7 5.2 220 1.50 1800 12 / 18 1200 770 320

EMT-S33-NQ 7.71 300 x3 4440 5.5 26.6 7.8 330 2.25 3200 18 / 28 1650 770 320

EMT-S34-NQ 10.05 300 x4 5920 5.5 35.5 10.2 440 3.00 4200 18 / 28 2100 770 320

EMT-S35-NQ 12.48 300 x5 7400 5.5 44.4 12.8 550 3.75 6000 18 / 28 2550 770 320

EMT-S36-NQ 15.59 300 x6 8880 5.5 53.2 15.2 660 4.50 7200 18 / 28 3000 770 320

EMT-I31-NQ 2.05 300 x1 1500 7.5 6.7 2.8 110 0.75 1300 12 / 15 750 770 320

EMT-I32-NQ 4.24 300 x2 3000 7.5 13.5 5.2 220 1.50 1800 12 / 18 1200 770 320

EMT-I33-NQ 6.76 300 x3 4500 7.5 20.2 7.8 330 2.25 3200 18 / 28 1650 770 320

EMT-I34-NQ 8.68 300 x4 6000 7.5 26.9 10.2 440 3.00 4200 18 / 28 2100 770 320

EMT-I35-NQ 10.71 300 x5 7500 7.5 33.7 12.8 550 3.75 6000 18 / 28 2550 770 320

EMT-I36-NQ 13.69 300 x6 9000 7.5 40.4 15.2 660 4.50 7200 22 / 35 3000 770 320

EMT-L31-NQ 1.70 300 x1 1520 10 5.3 2.8 110 0.75 1300 12 / 18 750 770 320

EMT-L32-NQ 3.47 300 x2 3040 10 10.5 5.2 220 1.50 1800 12 / 18 1200 770 320

EMT-L33-NQ 6.10 300 x3 4560 10 15.8 7.8 330 2.25 10400 18 / 28 1650 770 320

EMT-L34-NQ 7.85 300 x4 6080 10 21.1 10.2 440 3.00 10200 18 / 28 2100 770 320

EMT-L35-NQ 9.91 300 x5 7600 10 26.3 12.8 550 3.75 13800 18 / 28 2550 770 320

EMT-L36-NQ 11.98 300 x6 9120 10 31.6 15.2 660 4.50 16200 22 / 35 3000 770 320

Model Use Conditions

S -18 °C

I -30 °C

L -40 °C

Rating Conditions

Inlet Relative Humidity 85%

Refrigerant R-404A

Ambient temperature 0 °C

Evaporating temperature -8 °C

Condensing temperature 40 °C

Model Use Conditions

S -18 °C

I -30 °C

L -40 °C



Technical data - EMC series

Model
Capacity Fans Air flow Pitch Surface Volume Power Current Defrost In/Out Length Width Height

kW mm m3/h mm m2 ltr W A W mm mm mm mm

EMC-S21-NQ 1.18 250 x1 825 5.5 4.0 1.1 86 0.62 910 12 / 12 632 350 350

EMC-S21-RQ 1.42 250 x1 825 5.5 5.1 1.4 86 0.62 910 12 / 12 632 350 350

EMC-S22-NQ 2.44 250 x2 1650 5.5 7.7 2 172 1.24 1750 12 / 15 1264 350 350

EMC-S22-RQ 2.84 250 x2 1650 5.5 9.7 2.6 172 1.24 1750 12 / 15 1264 350 350

EMC-S23-NQ 3.82 250 x3 2475 5.5 11.6 3 258 1.86 2700 12 / 18 1896 350 350

EMC-S23-RQ 4.33 250 x3 2475 5.5 14.4 3.6 258 1.86 2700 12 / 18 1896 350 350

EMC-S24-RQ 5.91 250 x4 3300 5.5 19.0 4.8 344 2.48 3300 15 / 22 2528 350 350

EMC-L21-RQ 1.07 250 x1 835 10 3.1 1.7 86 0.62 910 12 / 15 632 350 350

EMC-L22-NQ 1.81 250 x2 1670 10 5.8 2.6 172 1.24 1750 12 / 15 1264 350 350

EMC-L22-RQ 2.02 250 x2 1670 10 6.0 3 172 1.24 1750 12 / 18 1264 350 350

EMC-L23-NQ 2.83 250 x3 2505 10 8.7 4 258 1.86 2700 12 / 18 1896 350 350

EMC-L23-RQ 3.14 250 x3 2505 10 8.8 4.3 258 1.86 2700 12 / 18 1896 350 350

EMC-L24-NQ 4.04 250 x4 3340 10 11.5 5.3 344 2.48 3300 15 / 22 2528 350 350

Rating Conditions

Inlet Relative Humidity 85% Evaporating temperature -8 °C

Refrigerant R-404A Condensing temperature 40 °C

Ambient temperature 0 °C

Model Use Conditions

S -18 °C

L -40 °C

ΔT (K)
T. room °C

-35 -30 -25 -20 -15 -10 -5 0 1 2 3 4 5 6 8 10 12

10 1,10 1,10 1,13 1,14 1,18 1,22 1,23 1,26 1,30 1,37 1,42 1,45 1,49 1,49 1,51 1,50 1,51

9 0,98 0,98 1,01 1,04 1,06 1,07 1,13 1,13 1,17 1,21 1,26 1,29 1,34 1,35 1,34 1,35 1,36

8 0,87 0,89 0,89 0,92 0,95 0,96 1,00 1,01 1,05 1,08 1,11 1,16 1,19 1,20 1,20 1,19 1,17

7 0,78 0,76 0,77 0,80 0,82 0,83 0,87 0,90 0,91 0,95 0,97 1,02 1,04 1,03 1,03 1,05 1,03

6 0,66 0,65 0,67 0,69 0,71 0,71 0,74 0,76 0,80 0,80 0,84 0,85 0,89 0,90 0,89 0,91 0,90

5 0,55 0,55 0,55 0,59 0,59 0,61 0,63 0,63 0,67 0,67 0,71 0,72 0,73 0,74 0,75 0,74 0,75

4 0,45 0,44 0,44 0,45 0,47 0,48 0,49 0,50 0,53 0,54 0,56 0,58 0,59 0,60 0,59 0,59 0,60

Refrig-
erant

T. room °C

-35 -30 -25 -20 -15 -10 -5 0 1 2 3 4 5 6 8 10 12

R404A 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

R134a - - - - 0,86 0,88 0,89 0,91 0,91 0,92 0,92 0,92 0,92 0,92 0,93 0,93 0,93

R507A 0,97 0,97 0,97 0,97 0,97 0,97 0,97 0,97 0,97 0,97 0,97 0,97 0,97 0,97 0,97 0,97 0,97

R407A 1,33 1,32 1,32 1,27 1,27 1,26 1,25 1,24 1,24 1,23 1,23 1,22 1,21 1,2 1,19 1,19 1,19

R407C 1,37 1,36 1,36 1,3 1,3 1,28 1,27 1,26 1,26 1,25 1,24 1,23 1,22 1,22 1,21 1,21 1,21

R448A 1,32 1,31 1,31 1,27 1,27 1,26 1,26 1,26 1,26 1,25 1,25 1,24 1,24 1,24 1,23 1,23 1,23

R448A 1,32 1,31 1,31 1,27 1,27 1,26 1,26 1,26 1,26 1,25 1,25 1,24 1,24 1,24 1,23 1,23 1,23

R513A - - - - 0,86 0,88 0,89 0,91 0,91 0,91 0,91 0,91 0,91 0,91 0,91 0,91 0,91

Nominal capacity correction factor for temperature difference and evaporation

Correction factor for refrigerant
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